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CONCRETE MEDIAN STRIP
CONCRETE MEDIAN GENERAL NOTES:
STRIP
TIE BARS SHALL BE EPOXY COATED, DEFORMED REINFORCING
PLACE JOINTS AT BARS MEETING THE REQUIREMENTS OF SECS. 710 AND 1057.
EACH EXISTING
JOINT BONDING FOR TIE BARS SHALL BE EPQOXY OR POLYESTER
* BONDING AGENTS AS SPECIFIED IN SECTION 1039.
THE FACE OF THE MEDIAN MAY BE CONSTRUCTED WITHQUT
BATTER WHEN CONSTRUCTED GON A RADIUS OF 6’ OR LESS.
WHEN CONCRETE MEDIANS ARE CONSTRUCTED DIRECTLY
EXTISTING BENEATH GUARDRAIL, THE MEDIAN HEIGHT WILL BE 4”.
PAVEMENT
JOINTS x% MISSOURI HIGHWAYS AND TRANSPORTATION
\\\\\\\\. % WHEN THERE ARE NO VISIBLE JOINTS IN THE COMMISSION
ADJACENT PAVEMENT. THE JOINT SPACING WILL
RE EQUAL TQ THE MEDIAN STRIP WIDTH, WITH
A MINIMUM SPACING OF 10'. CONCRETE MEDIAN STRIP
CONCRETE MEDIAN STRIP JOINT LOCATION
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